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HOLD HARMLESS/RELEASE AGREEMENT

�e user of this publication for and in consideration of 
the assistance, cooperation, and information provided by 
the National Commission for the Certi�cation of Crane 
Operators (NCCCO) in this publication, Articulating Crane 
Reference Manual, the receipt of which is acknowledged, 
does hereby and for all future time release and hold harm-
less from any liability, and forever discharge for itself, its 
administrators and assigns the said NCCCO from all and 
any manner of action or demands whatsoever in law, in 
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jib: A hydraulic boom section that articulates, extends, and 
attaches to the end of the outer boom’s last extension

link:
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stabilizer pad: A �xed or removable structural component 
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FFigure3.3: Use three-point contfact(both feet and one 4

hand, or one foot and both hands) when 

climbiangto and from control station4

3.34
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•	 Adjust the width of the fork tines as necessary to 
safely lift di�erent-sized loads. 

•	 �e tine locking devices shall be in the locked 
position for all lifts to prevent load shift or load loss.

Figure 5.3: Always lock fork tines to prevent load shift

•	 �e fork assembly should not be moved manually to 
engage the load.

•	 �e operator shall always present the load in a 
manner that ensures a safe unloading environment. 
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6.3	 Reading load charts

•	
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•	 Establish and clearly mark the work zone to prevent 
unauthorized entry (Figure 7.5).
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Figure 8.4: Do not travel with boom unstowed

•	 Do not push or drag loads from the side.

•	 Always lift the load clear of the ground (resting 
surface) with boom lift or hoist before rotating the 
boom, extending or retracting the boom, or moving 
the load in any manner (Figure 8.5).

Figure 8.5: 	Lift the load clear of the ground before 
other movement. 

•	 When working with elevated loads, always ensure 
there is adequate clearance above and below the 
load.
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•	 Do not allow personnel to ride the hook, boom, or 
load (Figure 8.8). 

Figure 8.8: 	Do not allow anyone to ride on hook, 
boom, or load.

•	
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8.6	 Safety and performance systems

8.6.1	 General precautions

•	
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8.9	 Leaving the crane unattended (when 
leaving the work zone)

•	 Land the load—do not leave suspended.

•	 Lower the boom.

•	 Disengage the main power source/power takeo� 
(PTO) to prevent unauthorized use.

•	 Stop the engine and secure the key.

8.10	Power failure

•	 In case of power failure, set all brakes and locking 
devices.

•	 Move all power controls to the o� or neutral 
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8.14	Maintenance and service

•	
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CHAPTER 9:
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11.3	Latches

40
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CHAPTER 12:

Rigging
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Appendix A: ACCNA Crane InspectioiA Cecklist
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Appendix A: ACCNA Crane Inspection Checklist

R
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Appendix A: ACCNA Crane Inspection Checklist

A 98
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Crane D
ARTICULATING BOOM CRANE
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Crane F
ARTICULATING BOOM LOADER
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Crane G
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NATIONAL COMMISSION FOR THE 

CERTIFICATION OF CRANE OPERATORS

2750 Prosperity Avenue, Suite 505

Fairfax, VA 22031-4312

Phone: 703-560-2391

Fax: 703-560-2392

info@nccco.org 

www.nccco.org
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