
�is page intentionally left blank
OSHA 29 CFR 1926 SUBPART CC Rev1010 DRAFT

OSHA Rule for Cranes and  
Derricks Used in Construction
• 29 CFR 1926, SUBPART CC

NATIONAL 



© 2010 National Commission for the Certi�cation of Crane Operators. All rights reserved. OSHA 29 CFR 1926 SUBPART CC Rev1010 DRAFTiiii

Subpart CC—Cranes and Derricks in Construction  ................................................................. 1
§ 1926.1400 Scope. .................................................................................................................................................................1
§ 1926.1401 De�nitions.  .........................................................................................................................................................2
§ 1926.1402 Ground conditions.  .............................................................................................................................................5
§ 1926.1403 Assembly/Disassembly— selection of manufacturer or employer procedures.  ...................................................6
§ 1926.1404 Assembly/Disassembly— general requirements (applies to all assembly and disassembly operations).  



1© 2010 National Commission for the Certi�cation of Crane Operators. All rights reserved. OSHA 29 CFR 1926 SUBPART CC Rev1010 DRAFT

Authority:
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(ix) Tires for damage or excessive wear. 
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(5) Bridles and associated rigging for suspending the 
personnel platform must be used only for the platform 
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mark the cable (so it can be seen by the operator) 
at a point that will give the operator su�cient time 
to stop the boom hoist within the minimum and 
maximum boom radius, or use a spotter who is in 
direct communication with the operator to inform 
the operator when this point is reached. 

(iii) 
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same site, or a quali�ed person estimates the wind 
speed. 

(vi) Load indicating device. Cranes manufactured after 
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(ii) Guy derricks must not be used unless the employer 
has the following guy information from the manu-
facturer or a quali�ed person, when not available 
from the manufacturer: 
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(k) Use of winch heads. 

(1) Ropes must not be handled on a winch head without 
the knowledge of the operator. 

(2) While a winch head is being used, the operator must be 
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(i) Sections 1926.1400 through 1926.1414; §§ 1926.1417 
through 1926.1425; § 1926.1426(d), §§ 1926.1427 
through 1926.1434; § 1926.1437, § 1926.1439, and 
§ 1926.1441. 

(ii) �e following portions of § 1910.179: 

(A) Paragraphs (b)(5),(6),(7); (e)(1),(3),(5),(6); (f )
(1),(4); (g); (h)(1),(3); (k); and (n) of § 1910.179. 

(B) �e de�nitions in § 1910.179(a) except for 
‘‘hoist’’ and ‘‘load.’’ For those words, the de�ni-
tions in § 1926.1401 apply. 

(C) Sectiond EMC  /Span <</MCID 6939 >>BDC  -1.201\0333p(D9 >>B2021420(n13ords, thor�e th( 
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Appendix A to Subpart CC of Part 1926—Standard Hand Signals
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(4) How to react to changes in conditions that a¦ect the 
safe operation of the equipment. 

(5) How to shut down and secure the equipment properly 
when leaving it unattended. 

(6) Know how to apply the manufacturer’s speci�cations 
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